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Newsletter No. 5/2015                                       September 4th, 2015 

 
Dear DEPRAG-INDUSTRIAL Associate,  
we take the opportunity to inform you about new and improved products that were either added to our product line or where we made 
improvements. Detailed technical information and pictures, as well as a catalog in PDF-format can be found on our website 
www.deprag.cz. 
 
Program expansion DEPRAG INDUSTRIAL 

 Accessories: Hose Sets for Testing of Air Quality and Air Pressure, Lw13 and Lw19 

 
Hose Sets for Testing of Air Quality and Air Pressure 

-  Lw13 and Lw19 
 
We are pleased to introduce a special testing hose set to determine the air quality and actual 
pressure on site at customers´ facilities. 
 
This set is mainly intended for distributors, to be used during tool tests and presentations at 
customers´ workplaces. The pressure gauge shows actual dynamic air pressure, just before it 
enters the tool. The set also is equipped with an external filter in order to see, how clean is the 
compressed air. 
 
 

Model Part Number 

Hose Set – Air Connection Lw13 6022384A 

Hose Set – Air Connection Lw19 6022384B 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

Lw13 

Lw19 

http://www.deprag.cz/


 
News DEPRAG INDUSTRIAL 5/2015                                                                                             
www.deprag.cz © DEPRAG. Specifications subject to change without prior notice. 

 

 
 

 

Specifications: 
 

Hose Sets   –   air connection Lw13 Lw19 

 Part No. 6022384A 6022384B 

Connection thread (grinder; air connection) mm G3/8“, G1/2“ G1/2“; G1/2“ 

Total length m Ca. 4 Ca. 4 

Gauge bar 0-10 0-10 

I.D. of air inlet hose mm 12,5 19 

Total weight kg 1,5 1,85 

Specifications based on 90 psi (6,3 bar) 

 

 

Dimensions (in mm): 
 
 

 
 
 
 
Official date of sale: September 4

th
, 2015. 
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